
1
2
3 28712 &6HD  - PARTS

All reference numbers are for referencing purposes only     -     Product weight may slightly vary depending of packaging batch     -     We keep this catalogue continuously updated here: www.hd-parts.fi/download

HDHD - PARTS - PARTS

Newest version
of this page →
© Copyright HD-Parts

New spring seat for adjusting rolling direction
( Information is borrowed from Scania´s repair instructions)

312036 ( ScR 1383644 ) rolling direction STD basic spring seat.
There are cases where the rear axle’s deviation from rolling 
direction has required adjustment.
Applies to trucks with 2 Bellows air springs on rear axles and tag 
axle. ( Does not apply to the tag axle, which is located in front of 
the driving rear axle )

Two new spring seats are used to adjust the rolling direction deviation; 
312031 (ScR 1509210) +2 mm and 312033 (ScR 1509209) -3 mm, where 
the leaf center pin hole of the rear axle spring has been moved forward 
or backward.
By changing both spring seats at the same time, it allows the shaft to be 
moved by 2, 3 or 5 mm. The Rolling direction is then changed by 2.2, 3.2 
or 5.4 mm/m.
Installation must be done by a trained and professional installer following 
Scania’s repair instructions.

312031 312033 312036
1509210 1509209 1383644

+ 2mm forwards - 3mm rearwards Standard

Dimension: 159 mm Dimension: 154 mm Dimension: 157 mm
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