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General information:
HD uses only gray phosphate surface treated ones,
which is one of the best corrosion protectors.
Even Dacromet bolts have many advantages,
some of its disadvantages cannot be ignored.
Dacromet bolts contain chromium ions,
which are harmful to the environment and the human body.
Chromium ions can cause very serious consequences,
especially the role of hexavalent chromium ions,
which can cause cancer, and therefore require special attention.

Before you remove the wheel:

Chock the wheels that will remain on the ground.
Make sure that the brakes are not applied on the wheel to be removed.
Place the jack under the axle as close to the wheel as possible.
Loosen the wheel nuts a few turns.
Raise the truck so that the wheels do not touch the ground. Raise one side at a time.
Remove the wheel nuts completely and then remove the wheel.

Scania tightening instructions 10/2022:
Wheel hub nut BSF 7/8” -11T

1st. tighten around
60Nm		  6,2 kpm

2nd. tighten around
600 Nm	61,2 kpm

After 100 km check around
600 Nm	61,2 kpm

Volvo tightening instructions:
Wheel hub nut M22x1,5mm

Clean and lubricate the wheel bolt threads, using only oil.

1st. tighten around
200 Nm   /   20,4 kpm

2nd. tighten around
90°	 +/- 10°

After 200 km check around
670 Nm   /   68,3 kpm

If the tightening torque during retightening 200 km 
is less than 670 Nm 68,3 kpm in one of the wheel nuts,
all wheel nuts must be loosened and then torque and 
angle tightened according to the tightening sequence.

Every six months: Check and tighten all wheel nuts 
regardless of whether the wheel is removed or not.

General tightening instructions:

1st. tighten around
60 Nm		  6,2 kpm

2nd. tighten around
650 Nm		 66,3 kpm

After 100 km check around
650 Nm		 66,3 kpm

Tightening according
to the picture
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Definitely take care that
torque wrench is calibrated.
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