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If you use old wheel hub studs and 
wheel hub nuts, they must first be well 
cleaned so that the wheel hub nut can 
be turned by hand all the way to the end.

Definitely take care that
torque wrench is calibrated. Definitely take care that

the compressed air impact 
wrench is calibrated.

How to install
wheel hub studs
on a wheel hub.

Please notice more info 
at the next page →

First and foremost, follow the truck / axel 
manufacturers instructions on how to 
replace wheel hub studs and wheel hub 
nuts with new ones, how to tighten them, 
and whether or not to lubricate them.

Always replace rusty wheel hub studs and 
wheel hub nuts with new and all at once.
Do not apply oil or tar to new wheel 
hub studs and wheel hub nuts 
before tightening them.

Important installing information for wheel hub studs and nuts

Before removing the wheels,
     mark them so that they can be
           put back in the same position.

Thoroughly clean the contact surfaces
  between the rim, drum and hub.W
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General information:
HD uses only gray phosphate surface treated ones,
which is one of the best corrosion protectors.
Even Dacromet bolts have many advantages,
some of its disadvantages cannot be ignored.
Dacromet bolts contain chromium ions,
which are harmful to the environment and the human body.
Chromium ions can cause very serious consequences,
especially the role of hexavalent chromium ions,
which can cause cancer, and therefore require special attention.

Before you remove the wheel:

Chock the wheels that will remain on the ground.
Make sure that the brakes are not applied on the wheel to be removed.
Place the jack under the axle as close to the wheel as possible.
Loosen the wheel nuts a few turns.
Raise the truck so that the wheels do not touch the ground. Raise one side at a time.
Remove the wheel nuts completely and then remove the wheel.

Scania tightening instructions 10/2022:
Wheel hub nut BSF 7/8” -11T

1st. tighten around
60Nm		  6,2 kpm

2nd. tighten around
600 Nm	61,2 kpm

After 100 km check around
600 Nm	61,2 kpm

Volvo tightening instructions:
Wheel hub nut M22x1,5mm

Clean and lubricate the wheel bolt threads, using only oil.

1st. tighten around
200 Nm   /   20,4 kpm

2nd. tighten around
90°	 +/- 10°

After 200 km check around
670 Nm   /   68,3 kpm

If the tightening torque during retightening 200 km 
is less than 670 Nm 68,3 kpm in one of the wheel nuts,
all wheel nuts must be loosened and then torque and 
angle tightened according to the tightening sequence.

Every six months: Check and tighten all wheel nuts 
regardless of whether the wheel is removed or not.

General tightening instructions:

1st. tighten around
60 Nm		  6,2 kpm

2nd. tighten around
650 Nm		 66,3 kpm

After 100 km check around
650 Nm		 66,3 kpm

Tightening according
to the picture

HD- PARTS

Definitely take care that
torque wrench is calibrated.
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Если вы используете старые шпильки и 
гайки ступицы колеса, то предварительно 
их нужно хорошо очистить, чтобы гайка 
могла вкручиваться рукой до конца.

Обязательно позаботьтесь о том, 
чтобы динамометрический ключ
был откалиброван.

Обязательно позаботьтесь о 
том, чтобы пневматический 
гайковерт был откалиброван.

В первую очередь следите за 
инструкциями производителя 
грузовика/оси о том, как заменить 
шпильки и/или гайки ступицы колеса 
на новые, как их затянуть, и нужно ли 
их смазывать.

Всегда заменяйте заржавевшие шпильки 
и гайки ступицы колеса на новые и все 
сразу.
Не наносите масло или гудрон на 
новые шпильки и гайки перед их 
затяжкой.

Важная информация по установке шпилек и гаек ступицы колеса

Прежде чем снимать колеса,
    отметьте их так, чтобы они могли быть
         поставлены обратно в том же положении.

Тщательно очистите контактные
  поверхности между диском,   
   барабаном и ступицей.

Please notice more info 
at the next page →

Как установить 
шпильки 
ступицы

колеса на 
ступицу колеса.
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General information:
HD uses only gray phosphate surface treated ones,
which is one of the best corrosion protectors.
Even Dacromet bolts have many advantages,
some of its disadvantages cannot be ignored.
Dacromet bolts contain chromium ions,
which are harmful to the environment and the human body.
Chromium ions can cause very serious consequences,
especially the role of hexavalent chromium ions,
which can cause cancer, and therefore require special attention.

Before you remove the wheel:

Chock the wheels that will remain on the ground.
Make sure that the brakes are not applied on the wheel to be removed.
Place the jack under the axle as close to the wheel as possible.
Loosen the wheel nuts a few turns.
Raise the truck so that the wheels do not touch the ground. Raise one side at a time.
Remove the wheel nuts completely and then remove the wheel.

Scania tightening instructions 10/2022:
Wheel hub nut BSF 7/8” -11T

1-й раз затягивать
60Nm		  6,2 kpm

2-й раз затягивать
600 Nm	61,2 kpm

Через 100 км проверьте затяжку
600 Nm	61,2 kpm

Volvo tightening instructions:
Wheel hub nut M22x1,5mm

Clean and lubricate the wheel bolt threads, using only oil.

1-й раз затягивать
200 Nm   /   20,4 kpm

2-й раз затягивать
90°	 +/- 10°

Через 200 км проверьте затяжку
670 Nm   /   68,3 kpm

If the tightening torque during retightening 200 km 
is less than 670 Nm 68,3 kpm in one of the wheel nuts,
all wheel nuts must be loosened and then torque and 
angle tightened according to the tightening sequence.

Every six months: Check and tighten all wheel nuts 
regardless of whether the wheel is removed or not.

General tightening instructions:

1-й раз затягивать
60Нм		  6,2 кгм

2-й раз затягивать
650 Нм		  66,3 кгм

Через 100 км проверьте затяжку
650 Нм		  66,3 кгм

Tightening according
to the picture
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Обязательно позаботьтесь о том, чтобы 
динамометрический ключ был откалиброван.
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